Step 1: Set Up CSR BlueSuite 2.5.0

] Setup - CSR BlueSuite 2.5.0 — X
\ Welcome to the CSR BlueSuite
~ 2.5.0 Setup Wizard

This will install CSR. BlugSuite 2.5.0.93 Release on your
computer.

. Itis recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup,

\ Click "Next"

Next> ] | Cancel

] Setup - CSR BlueSuite 2.5.0 - X

License Agreement
Please read the following impartant information before continuing.

Please read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

Cambridge Silicon Radio Limited A
Software License Agreement

Please carefully read the terms and conditions of this Agreement

before proceeding to install the software. By installing the software
wou imply your acceptance of the terms and conditions herein. Do
not proceed with the installation if you do not agree with the terms

and conditions herein. o
r@}I accept the agreement Select "] accpet“
{_JI do not accept the agreement and dlick"Next"

ot [ rm>] | o




K] Setup - CSR BlueSuite 2.5.0 - X

Select Destination Location
Where should CSR BlugSuite 2, 5.0 be installed?

Setup will install CSR. BlueSuite 2.5.0 into the following folder.

To continue, dick Mext. If you would like to select a different folder, dlick Browse.,

C:\Program Files (x86)\CSR ; Browse...

Click "Mext"

At least 4.6 MB of free disk space is required. \

] setup - CSR BlueSuite 2.5.0 — ot

Select Components
Which companents should be installed?

Select the components you want to install; dear the components you do not want to
install, Click Mext when you are ready to continue.,

| Full Installation of BlueSuite incorporating transports relevant to a Casira. W
Drivers and DLLs to allow SPI communication with the chip 0.4 MB
USE device driver 0.2 MB
Core BlueSuite applications 6.7 MB

BlueTest3, Production test DLL's, LIB's and headers. Uses Flash, EEFR.OM
'\"! I r r :
and HCIDLL's bl
DFLU Tools 2.0 MB
E n n
Current selection requires at least 12,6 MB of disk space. Click "Next

Cancel

< Back




X Setup - CSR BlueSuite 2.5.0 - X

Select Start Menu Folder
Where should Setup place the program's shortouts?

| ——d

w
E| Setup will create the program's shortcuts in the following Start Menu folder.
[

To continue, dick Mext, If vou would like to select a different folder, dick Browse.,

CSR. BlueSuite 2.5.0 Browse. ..

Click "Mext"

K] Setup - CSR BlueSuite 2.5.0 - x

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing CSR
BlueSuite 2.5.0, then dick Mext.

Set debug transport to USE SPI {LPT 5PI is not supported on 64 bit platforms)

DFU Tools Environment : The CSR.DFL Tools will be added to the PATH
environment variable, enabling them to be used from any command prompt.

Click "Mext"

<Back Cancel




Setup - CSR BlueSuite 2.5.0 = X

Ready to Install
Setup is now ready to begin installing CSR. BlueSuite 2.5.0 on your computer.

Click Install to continue with the installation, or dick Badk if vou want to review or
change any settings.

Destination location:
C:\Program Files (x36)\CSR\BlueSuite 2.5.0

System reguirements:
Microsoft Visual C++ 2005 Redistributable is already installed on your comput

Microsoft .MET Framework 2.0 is already installed on your computer.

Click "Instal

| <Back Install ! Cancel

K] Setup - CSR BlueSuite 2.5.0 —

éﬁr Completing the CSR BlueSuite
2.5.0 Setup Wizard

Setup has finished installing CSR. BlueSuite 2.5.0 on your
computer, The application may be launched by selecting the
installed icons.

~ Click Finish to exit Setup.

Click "Finish"

Finish



Step 2: Once finished installing, open the CSR BlueSuite 2.5.0 where

you filed.

» Computer » Local Disk (C) »

CSR.HostT  CSRuico
ools.Com
mon.Trans

portdll

pscliexe  pshelp.dll

< .4

unins000.e  unins000.
v xe msg

Step 3: Double

Program Files (x86) » CSR » BlueSuite 2.5.0

dfubabel. DFUEngin DFUToolTi = DFUWizar e2.dll
exe edll ps.dll d.exe

e

Coy

PSToolex pttranspo RegPSToo regsvr32.e W spilptdll  spiunlock.  TestE2.dll

e rt.dll locx.bat xe

usbspidll

Double dlick the DFUWizard,
and connect LX-B4FM with compueter by USB cable

e2emd.ex  Enginefra
e meworkC

pp.dll

—

exe

Search"BlueSuite 2,5.0"

flash.dll

Ty

Msflxgrd.

ocx

TestEngin
e.dll

TestFlash.
dil

click the DFUWizard, and connect LX-B4FM with

computer by USB cable.

BlueCore Device Firmware Upgrade Wizard

madule.

firmware upgrade file to use,

Click "Next”

Upgrade the Firmware of your BlueCore Module

To begin the upgrade process, click Next.

Version

Welcome to the Cambridge Silicon Radio BlueCore Device
Firmware Upgrade Wizard. This Wizard will guide you through
the steps necessary to upgrade the software of a BlueCore

The wizard needs information about how your BlueCore
module is conected to the computer, and the name of the

2.5.0.93

Copyright (C) 2000-2012, Cambridge Silicon Radio Ltd.

= BacliB)

nvscmd.ex
e

unins000.
dat



BlueCore Device Firmware Upgrade Wizard

Connection Type

Please select how the BlueCore module is connected to your

computer:

& Universal Serial Bus (L.ISB]IE

" COM port (RS-232)

To continue, click Mext.

Select "USB" and click "Next"

<=Back® | Next(N) = Cancel Help

BlueCore Device Firmware Upgrade Wizard

Upgrade Action

Please select whether you wish to download a new version of
firmware or restore a previous version:

Download a new version of the firmware, saving a
&+ copy of the current version first. Any previously
saved version will be replaced. (Recommended.)

Download a new version of the firmware, without
first saving a copy of the current version.

Restore the previous version of the firmware. Use
™ this option if a problem has been encountered after
performing a previous upgrade.

Backup ChUsers\Administrat.\saved.dfu Change |

L.
The previously saved firmware version is described as: A
LOADER=elv Bunified fl bt3.0 26f 1205042005 native encr3
6.2012-05-04, W

Select the frist download version
and click "Next"

<Back®) | Next(N) = Cancel Help




Select OFU File e
Search Range(1): I-Dﬁkw

> & @k E-

U 4 i
e

USER MANUAL
Desktop
L E (Pc-20180306mepi)
Cumﬁ.rber Shartcut
a N s xe
Q {1 o D bafm 20180711.df
Network ! DFU File
i 1.10 MB

W
File Mame [Lx_bafn_20180711 . dfu | Salent |
| updste Cancel

Before select the DFU file, you should save the document on your computer first.
| L
JlueCore Device Firmware Upgrade Wizard 4
Upgrade File

Please select the file containing the version of firmware to
download:

C:\Userskﬂdmiristram..'ﬁh_bdﬁn_lm B0711.dfu Browse..,

The DFU file is described as:
update

To continue, click MNext.

Click " MNext"

<Back 8 | Next) - Cancel Help




BlueCaore Device Firmware Upgrade Wizard

Ready to Upgrade

The wizard has now collected all of the information that it
requires to perform the upgrade. Please check the options
listed below, and then click Next to start the upgrade, or Back
to make chanaes.

USE device:
CSR HUB6 PORT3 (BD ADDR = 77-72-73-37-77-
Upload:
Existing firmware will be saved
Download:
CAUsers\Administrator ZGC-201402115RNYDe:
update
< >
Click "Next"
<Back(®) | Next(N) = Cancel Help

BlueCore Device Firmware Upgrade Wizard

Upgrade in Progress

Please wait while the upgrade is completed...

Upgrade procedure

L1

Establishing communications and reconfiguring device

GENHEREEIRENER DM
Attempting to start DFU mode.
Waiting for device to enumerate,

Abaort

= BackiB) | Next (N> Cancel Help




BlueCore Device Firmware Upgrade Wizard

Successful Upgrade

The firmware of your BlueCore module was successfully
upgraded using C\Users\Administrator. ZGC-201402115RN
\Dresktopilx bdfm 20180711.dfu, and the new version appears
to be operating correctly.

If you encounter problems using the BlueCore module then
run this wizard again and select the option to restore the
previous version of the firmware,

Time taken:
Upload 00 minutes 12 seconds
Download 01 minutes 15 seconds
Total 01 minutes 33 seconds

The previous version of firmware is described as:

0 26f 1205042005 native encr56 2012-05-04

Click "Finish"

Pa~lrfE
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Cancel Help




